
PRINT &
BINDING
PLANT LIST
PRE-PRESS

· 2 x Agfa Galileo VS B1 CTP Device with Auto
Plate-Manager and LP82 processor

· Agfa Grand SherpaMatic B1 dual-sided imposition
proofing

· Fuji plate processor TR85
· Billows universal plate punch
· Agfa Apollo Plus plate exposure unit

Scanner

PDF Workflows
Creo Upfront Production Planning 

COMPOSITION / ORIGINATION

Desktop Application Software:
Latest versions of:
· InDesign (Mac/PC)
· QuarkXpress (Mac/PC)
· Photoshop (Mac/PC)
· Freehand (Mac/PC)
· Illustrator (Mac/PC)
· Corel Draw (Mac/PC)
· Arbortext Epic (PC)
· XML Spy (PC)

Pagination:
· Batch pagination and editing using Arbortext

Advanced Print Publisher software
· Interactive page make-up using Arbortext Advanced

Print Publisher software

software
· Extensive library of mathematical, phonetic and

special characters available

ELECTRONIC NETWORK

· Internet connectivity via direct permanent 2MB
Internet backbone connection

· Epson Stylus Pro 9880

Agfa Apogee X 4.0 including: 
Apogee Normalizer, Enfocus Pitstop 6 Preflight, 
Preps 5.2 Imposition, In-Render Trapping, PDF 

· Dedicated Web servers with full back up servers and 
archive facilities

Flattener, Adobe Print Engine

· Agfa XY15 Plus A3 colour scanner

· Interactive page make-up using InDesign/QuarkXpress

· FTP Servers

LITHO PRINTING

Maximum sheet size 520 x 740 mm
Minimum sheet size 300 x 280 mm
Maximum image area 510 x 740 mm
Minimum substrate thickness 0.03 mm
Maximum substrate thickness 0.6 mm

Maximum sheet size 720 x 1040 mm

Minimum sheet size 400 x 420 mm
Maximum image area 700 x 1020 mm
Minimum substrate thickness 0.03 mm
Maximum substrate thickness 0.8 mm

1 Heidelberg Speedmaster 102.5 five-colour
perfector
Maximum sheet size 720 x 1040 mm

400 x 420 mm
Maximum image area 700 x 1020 mm
Minimum substrate thickness 0.03 mm
Maximum substrate thickness 0.8 mm
Multiple perfecting options 5/0, 4/1, 2/3

1 Heidelberg Speedmaster 74 five-colour perfector 

1 Heidelberg Speedmaster 102 two-colour perfector

720 x 1020 mm (perfecting) 

720 x 1020 mm (perfecting)
Minimum sheet size

In litho printing we use vegatable inks and FSC certified papers as standard, with the option of recyclable laminate
Charlesworth is ISO 9001 and ISO 14001 accredited.



DIGITAL PRINTING

HP Indigo 5000 - Digital Offset Colour Press
Maximum sheet size 320 x 460 mm
Maximum image area 308 x 437 mm
Substrate thickness 65 to 350 gsm

Substrate type: Paper and board including recycled, 

MULLER MARTINI MONOSTAR
PERFECT BINDING LINE

Gatherer
24 stations plus 2 hand fed stations
Minimum paper size (before trims) 140 x 100 mm
Maximum paper size (before trims)360 x 305 mm

Binder
Minimum book size 140 x 100 mm
Maximum book size 360 x 305 mm
Minimum thickness 3 mm
Maximum thickness
Minimum cover 150 x 220 mm
Maximum cover 365 x 642 mm

Pegasus Three Knife Trimmer
Untrimmed range from 120 x 100 x 5 mm
To maximum 400 x 305 x 80 mm
Trimmed size maximum 380 x 305 x 60 mm
Waste maximum 40 mm

HORIZON PERFECT BINDING LINE

Binder SB-07
Minimum book size 135 x 105 mm
Maximum book size 400 x 320 mm
Minimum thickness 2 mm
Maximum thickness 45 mm
Minimum cover 135 x 220 mm
Maximum cover 380 x 660 mm

Trimmer HT-30
Untrimmed range from 200 x 134 x 2 mm
To maximum
Trimmed size maximum 305 x 230 x 51 mm
Waste maximum 40 mm

Resolution
Speed
Paper Drawers 3

Maximum image area
Substrate thickness
Resolution
Speed

Maximum sheet size
Maximum image area
Substrate thickness
Resolution
Speed
Paper Drawers

Additional options for all digital presses: Variable data 

automatic duplexing, electronic collation

356 x 464 mm
60 to 266 gsm
600 dpi

33 A3 Colour ppm

66 A3 Mono ppm

Maximum sheet size

Paper Drawers

364 x 470 mm

6x A3, 3xA4

64 to 300 gsm
600 dpi

360 x 450 mm

32 A3 Colour ppm

350 x 437 mm

5

Kodak NexPress - Digital Mono Press

812 dpi

CPP650 - Digital Colour Press

GATHER, STITCH & TRIM

Muller Martini 221 DS 217 Trimmer
6 automatic stations plus 2 hand fed stations
Maximum size untrimmed 360 x 305 mm
Maximum size trimmed 360 x 300 mm
Minimum size trimmed 148 x 105 mm
(standard)

12 mm
Maximum foredge waste 20 mm
Tail 25 mm
Head 25 mm

FOLDING

MBO K76 Super 4 KTL ± 2 machines
Minimum sheet size 150 x 180 mm
Maximum sheet size 760 x 1080 mm

MBO III T800
Minimum sheet size 150 x 180 mm
Maximum sheet size 780 x 1300 mm

MBO IV B30
Minimum sheet size 150 x 180 mm
Maximum sheet size 760 x 1120 mm

Stahl K66 3 KTL
Minimum sheet size 140 x 180 mm
Maximum sheet size 450 x 640 mm

Z Knife (2 Units)
Minimum open sheet size 450 x 320 mm
Maximum sheet size 150 x 80 mm

Maximum thickness

printing (VDP) personalisation, mail merge, 

320 x  235 x  99.9 mm

FSC, self-adhesives, plastics, OHP film and PVC

50 mm



SECTION SEWING

Astronic 180
Minimum size 150 x 75 mm
Maximum size 400 x 310 mm

Martini HA 35 Semi Automatic
Minimum section size 85 x 85 mm
Maximum section size 350 x 280 mm

CASE MAKING

Kolbus Chronos
Maximum case size 405 x 660 mm

CASING IN

Kolbus 3 Wing
Maximum case size 558 x 343 mm
Maximum book size 330 x 254 mm
Minimum thickness of book 3 mm
Minimum book size 80 x 50 mm
Maximum pile height 120 mm

FOIL BLOCKING

Kolbus Auto Blocker
Maximum foil area 432 x 355 mm

ANCILLARY MACHINES

Monotype Boston Single Head
Minimum size 2 sheets
Maximum size 19 mm

ID Packaging HP 5 L Sealer
Maximum parcel width 450 mm
Maximum parcel length 500 mm

OMG Automatic Sleeve Wrapper
Minimum parcel length 140 mm
Maximum parcel length 400 mm
Minimum parcel width 100 mm
Maximum parcel width 320 mm
Minimum parcel height 10 mm
Maximum parcel height 225 mm

Proteus B1 Thermal Laminator
225 x 320 mm

Maximum sheet size 1020 x 720 mm
Minimum grammage stock 100 gsm
Maximum grammage stock 400 gsm

Maximum drilling thickness 75 mm
Minimum sheet size 60 x 60 mm
Maximum sheet size 300 x 300 mm
Maximum thickness 30 mm

MAILING, INSERTING & STORAGE

Comprehensive fulfilment and storage facilities are
available, please ask for details or an estimate.

Duplo System 4000 Dynamic Bookletmaker
2 machines
Fully automatic stitcher / folder including set up
and adjustment. Can be used as a stand alone 
bookletmaker or in-line. Ensures clean, accurate 
folds and perfectly square books.

SPIRAL BINDING

COLLATING / STITCHING LINES

Pfaffle Machinery

Manual Punch (F35a)
For loose leaf binding
Working width maximum 420 mm
Puncing thickness maximum 4 mm
Pitch 6.35 mm / 0.25" 6.25 mm / 0.25"

For wire and plastic binding
Maximum paper size 420 x 420 mm

120 x 120 mm

High Volume Automatic Punch (F64a)

2 mm
Pitch 6.35 mm / 0.25"

Minimum paper size

Book thickness maximum 8 mm

Punching thickness maximum

Spiral diameter 24 mm

No. 2 Spiral Binding Machine (F77a)

No.1 Spiral Binding Machine (F77a)

Book thickness maximum 8 mm
12 mm

Both equipped with 12 or 24 mm Mandrel, book
supports and cutting knives
Working width
Pitch

Perforation oval

100 - 420 mm

Wire diameter
6.35 mm / 0.25"
1.2 mm

Spiral diameter

4.5 x 3.5 mm

Guillotines - 4 machines

Film stock: 220, 310, 440, 510, 595, 630, 635, 710 mm 

Minimum sheet size

(recyclable films available)

IRAM 12 - 4 Headed Drill



UK OFFICE:
The Charlesworth Group

Flanshaw Way,  Flanshaw Lane,  Wakefield,  WF2 9LP,  UK
Tel: +44 (0)1924 204830

Email: info@charlesworth.com
Web: www.charlesworth.com

USA OFFICE:
The Charlesworth Group (USA), Inc.

Tel: +1 215 922 1611  

Email:
Web: www.charlesworth.com

CHINA OFFICE:
Charlesworth China

12th Floor, Xian Dai Bai Li Dasha, (Beijing Modern Palace Building)
No. 20 Daluyuan Dongsanhuan Nanlu,  Chaoyang District,  Beijing 100022,  China

Tel: +86 10 67791601
Fax: +86 10 67799806

Email:  china@charlesworth.com
Web: www.charlesworth.com.cn

or ...www.charlesworth.com

www.charlesworth.com
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+1 215 310 9289

3624 Market St 5E,  Philadelphia,  PA 19104,  USA

Fax:+1 267 499 2001  

a_stanley@charlesworth.com

Fax:+44 (0)1924 332637

Cell: +1 215 490 6584


